


TEST CERTIFICATE

This Certificate is issued to

United U-LI Projects Pte Ltd
1801 Geylang Bahru

Block 78

Kallang Distripark
Singapore 339709

FOR

Product: Steel Surface Cable Trunking and Accessories
Brand: U-4

Detai: Refer to appendix (1 page)

Classification: Class 1

Colour; Orange, White, lvory, Mid Grey, Red, & Yellow

Specification: 88 249 1981 with Amendment 1

Test Report: a) 7191016538-EEC11/01-SYG dated 19 Qct 2011
b} 7191016538-CHM11/62-PGK(EEC) dated 12 Oct 2011

Z ¢ CEPTUOWNKAT o CERTIFICADO & CERTIFICAT

sk 5E

Summary

A sample of each product size has been tested and is found to meet with the requirements
of the above standard.

7
2

Vice President {(Electrical & Electronics Centre)
TUV SUD PSB Pte Ltd

Certificate No: Date of Original Issue: Date of Last Revision: Date of Expiry:
02711 20/10/2011 16/10/2013

This Certificate is part of a full report and should be read in conjunction with it. This Certificate remains the
property of TUV SED PSB Pte 1.td and shall be returned upon request. The use of this Certificate is subjected to
the terms and conditions of the Test Certification Scheme.
Note: This Certificate is not a Certificate of Conformity.

ZERTIFIKAT o CERTIFICATE ¢

TV SE0 PSB 12:07.92

TV SO0 PSB Pte Ltd # 1 Science Park Drive . Singapore 118221
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Company Background

History

Since its modest beginning in 1983, United
U-LI Corporation has developed into a
prominent and respected supplier of cable
management and structural support systems in
the ASEAN region.

In April 2002, the company was listed in the
Kuala Lumpur Stock Exchange, thus, being the
first company in the cable support industry in
Malaysia to do so.

When we are

Located in Balakong, Selangor, the three-arce
factory is well-equipped with state-of-the-art
machinery to provide guaranteed internationally
approved products to customers. Operating
through its sales office in Selangor, Johor Bahru
and agents in Singapore, the company is now
able to provide sales and technical

services throughout the ASEAN region.

What we do

United U-LI is the leading manufacturer of
cable support systems in Malaysia. We
specialize in the design and manufacturing of
a wide range of cable support systems. Our
products are designed and manufactured
under the Quality Systems that complies with
the ISO 9001:2000 and Sirim Quality System.
United U-LI's cable support system also meets
the required International Standards such as
BS4678, 55249:1998 and NEMA-VET .

Projects

Over the years, products manufactured by
United U-LI have been widely used in the
various sectors of economics such as
International Airports, Petrochemical,
Waterworks, Commercial Buildings, Power
Plants and Railway transport systems. Being
a reputed company and a reliable supplier is
further manifested by the ability to supply to
International companies such as Alstom
Pacific, Alstom UK, Bechtel US, ABB, Siemens,
Sime Darby Group and many others.




Steel Surface Cable Trunking

U-LI™ range of Steel Surface Cable Trunking, Cable Ducting and Accessories

/ STRAIGHT TRUNKING

INSIDE RISER

LEFT REDUCER

STRAIGHT TRUNKING

OUTSIDE #SER

EQUAL TEE

RIGHT REDUCER




Steel Surface

Cable Trunking-Straight

Coupler Fixture

Slotted Pan Head Screw
M6 x 12 with Hex Nut
and Flat Washer

s

Trunking Body

Coupler

Type: UL/TG/ST
United U-Li Steel Surface Cable Trunking and
Accessories are Certified to SS 249:1981 (Part BS 4678)
by SIRIM QAS International Sdn Bhd
CERTIFICATION No: Pu 010901

Trunking Cover

w4 X 9 Slot

COVER FIXTURE

1. By 6 x 10 Self Tapping Screw

2. By Turnbuckle [See Drawing)

TYPE | SPECIFICATION | CLASSIFICATION | PROTECTION MATERIAL COATING FINISH (BOTH SIDES)
Manufactured to S8 249:1981 Class 1 Medium Electro Galvanised to BS 1706/Zn 2 Epoxy Powder Coated
SS 249 : 1981 SS 249:1981 Class 2 Heavy Pre-Galvanised to BS 2989. Grade Z 275 | Epoxy Powder Coated
TYPE 2 SPECIFICATION | CLASSIFICATION | PROTECTION MATERIAL COATING FINISH
Manufactured to | BS 4678: Pt1:1971 Class 1 _Light Electro Galvanised to BS 1706/Zn 2 None
BS 4678: Part 1:1971| BS 4678: Pti:1971 Class 2 Medium Electro Galvanised to BS 1706/Zn 2 Light Epoxy Coating
Externally Only
BS 4678: Pt1:1971 Class 2 Heavy Pre-Galvanished to BS 2989. Grade Z 275 None
TYPE 3 SPECIFICATION PROTECTION MATERIAL FINISH
Manufactured to Hot Dip Galvanised to Very Heavy Hat Roll Steel to JISG 3131 SPHC Hot Dip Galvanised

high corrosion

BSENISO 1461:1999(E)

or with Epoxy/Polyester Coat

resistance over it upon request
TYPE 4 SPECIFICATION PROTECTION MATERIAL FINISH
Manufactured to Stainless Steel Extra Heavy Stainless Steel AlSI None
very high corrosion and 304, 316 0or 316L or with Epoxy/Polyester Coat
resistance & strength Heavy Duty over it upon request

Dimension in Millimetre
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Steel Surface Cable Trunking

Standard Sizes For Type 1 and 2

Components Ref. Nominal Size Norminal Thickness Of Nominal Thickness OFf
[rrrmy) Body Material Cover Material
H [Height) x W (Widti) [mm) {mm)
UL/TGAST-1 /72 25X 50 1.0 1.0
UL/ TG/ST-2 /2 50 X 50 1.0 1.0
UL/TG/AST-2 /73 50X 75 1.2 1.2
UL/TG/ST-3 /3 75X 75 1.2 1.2
UL/TG/ST-2 /74 50X 100 1.2 1.2
UL/TG/ST-3/7 4 ’ 75X 100 1.2 1.2
UL/TG/ST-47 4 100 X 100 1.4 1.2
UL/ TG/ST-2 /5 50X 125 i4 1.2
UL/TG/AST-276 50X 150 .4 1.2
UL/TG/ST-3 /76 75X 150 1.4 1.2
ULTG/ST-4/76 100 X 150 1.4 1.2
UL/TG/ST-6 /7 6 150 X 150 1.4 1.2
UUTGAST-2/7 50X 175 1.4 1.2
ULATG/AST -4/ 7 100X 175 1.4 b4
UL/TG/ST-2/8 50 X 200 1.6 14
UL/TG/ST-378 75X 200 1.6 1.4
UL/TG/AST-4/8 100 X 200 1.6 1.4
UUTG/ST-6/8 150 X 200 1.6 1.4
UL/TG/ST-2/9 50 X225 1.6 1.4
WLATG/ST-2 7 10 50 X 250 1.6 1.4
ULATGAT-2 /711 50 X 275 1.6 1.4
ULTGAT-2 /12 50 X 300 1.6 1.4
UIL/TG/ST-3 /12 o 75 X300 1.6 1.4
ULTGHST-4 7 12 100 X 300 1.6 1.4
WHATG/AST-2 /7 14 50 X 350 1.6 1.4

Preferred length Z.44m, minimum 2m, maximum 3m.

The sizes, body, cover gauges and preferred iengths of trunking as indicated in the above table are specified under BS 4678:Part
111971 and SS 2491981,

For other classification the above table could be use as a guide

Note: Other Gauge and Sized are available on reguest.




Cable Trunking

U-LI cable Trunking is made with high quality and
flexibitity in mind. The trunking is supplied complete
with internai ianges, overlapping covers secured firmiy
by “self-tapping” screws giving maximum rigidity
throughout its full length.

A list of accessories are available on request. Both
trunking and accessories are available in epoxy-coated

finish on piain steel sheet or chequered steel sheet in
2.44 metre (8 feet) lengths.

Internal separation fillets (for multi-compartmentalisation)
can be welded in position specified by Customers
during manufacture.

Fach length is supplied complete with sleeve coupting
and "self-tapping” screws.

Dimensions Available: 25mm X 50mm, 50mm X 50mm, 50mm X 75mm, 50mm X 100mm, 75mm X 100mm.
Standard Colours Available: Orange, Green, White and Red. Other colours are available on special request.
Thickness Avaitable: The thickness of the body and lid are available in any combinations of 20G, 18G, 16G and 14G,

*For more sizes and thicknesses refer to our price list attached herewith. Made-to-order sizes are also avaiiable on special request.

SIZE He:'_t‘ght Width | Length | GAUGE
mim (H) (W} (L) (t}
mm mm mim mm
25 x 50 25 50 2438 0.8
50 x 50 50 50 2438 0.8
50 x 75 50 75 2438 0.8
50 x 100 50 100 2438 0.8
50 % 125 50 125 2438 1.2
50 % 150 50 150 2438 1.2
75 x 75 75 75 2438 1.2
75x 100 75 100 2438 1.2
75 %125 75 125 2438 1.2
75 % 150 75 150 2438 8.2

SIZE Height | Width | Length | GAUGE
mm {H} (W) (L) (t]
mm mm mm mm
75 x 200 75 200 | 2438 1.2
75x250 [. 75 250 2438 1.2
75 x 300 75 300 2438 1.2
100 x 100 100 100 2438 1.2
100 x 125 100 125 2438 1.2
100 x 150 100 150 2438 1.2
100 x 200 100 200 2438 1.2
100 x 250 100 250 2438 1.2
100 x 300 100 300 2438 1.2
125 x 300 125 300 2438 1.2

Note: Other Gauge and sized are available on request.

Standard Colour Finished = Epoxy

Powder Coating, Orange, Green, White, Red & eic,
Hot-dip galvanized avaliable on request,




Steel Surface Cable Trunking

Horizontal Cross with Cover

Type: UL/TG/A-

Horizontal Tee with Cover

Type: UL/TG/A-Z

90° Horizontal EIbow with Cover

Type: Ui/TG/AS

ﬁxj
\/

PG
B

45° Horizental Eibow with Cover

Type: UL/TG/A4

-
X
éb<.

0% Internal Riser with Cover

Type: UL/TG/AS

SN
H
45 Internal Riser with Cover

Type: UL/TG/AG

When ordering please indicate W {width}, H {height} and Finish,
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Steel Surface Cable Trunking

90° Externat Riser with Cover

Type: UL/TG/AT

Type: UL/TG/A-8

\/w<

45° External Riser with Cover

Q0% Horizontal Offset with Cover
{right)

Type: UL/TG/A-9

Type: UL/TG/A-10

3.\
:\

G0* Harizantal Offset with Cover
{ieft)

\/
- <

45° Horizontal Offset with Cover
{right}

Gaes

Type: ULTG/A- N

Type: UL/TG/A1 2

45° Horizontal Offset with Cover
[left)

When ordering please indicate W {width), H {height], A (length) and Finish.




Straight Reducer with Cover

Type: UL/TG/A-1 3

) <l
\0?/ Double Socket Plate

Type: UL/TG/A-15 Type: UL/TG/A16

a
&

A
W o Earth Link

\0‘/ Twin Socket Plate

Type: ULTGANT Type: UL/TG/AE

Knockaut

Knockout
20mm and 25mm Diameter

Type: UL/TGAZ T

Vi/hen ordering please indicate W fwidth], H (height), A (length) and Finish.




Steel Surface Cable Trunking

Single Turnbuckle Cover Fastener

—=  TURNBUCKLE STUD
TURN CLOCK OR ANTICLOCKWSE TO LOCK O8 UNIOCK
h 10 LOCK TURN SLOT FERFENDICULAR TO COVER

TRUNKING COVER —— !

TRUNKING BODY  —— ~ L

TURNBUCKLE BLADE ==~ _

Trunking with Turnbuckle Fastener and Cover

Components Ref. Trunking Width Number Of Fastener Per 2.44m Length Finish
UL/TG/TB3-1 50 3 Pcs Hot Dip Galvanised
UL/TG/TB3-2 75 3Pcs Epoxy or Polyester Coated
UL/TG/TB3-3 100 3 Pcs Stainless

Dimension in Millimetre

7 TURNBUCKLE STUD

y TURN CLOCK OR ANTI CLOCKWSE 1O LOCK OF UNLOCK
i TO LOCK TURN SLQT PERPERDICULAR TO COVER
TRUNKING COVER —— !

Double Turnbuckle Cover Fastener

TRUNKING BODY = — _

TURNBUCKLE BLADE = =~

Trunking with Turnbuckle Fastener and Cover

Components Ref. Trunking Width Number Of Fastener Per 2.44m Length Finish
Hot Dip Galvanised
UL/TG/TB6 125 to 300 6 Pcs Epoxy or Polyester Coated
Stainless

Dimension in Millimetre

When ordering please indicate Type, Width, Height and Finish.




U-LI™ Steel Cable Tray Typical Layout

|
|

i

INTERNAL RISER ANGULAR TYPE

EQUAL TEE ANGLILAR TYPE
20 ELBOW ANGULAR TYPE

RIGHT REDUCER t
1 EXTERNAL RISER ANGULAR TYPE

1

EGQUAL CROSS ROUNDED TYPE

i
1

STRAIGHT CABLE TRAY

STRAIGHT REDUCER

i

| EXTERMAL RISER ROUNDED TYPE §
LEFT REDUCER

{ ECUAL CROSS ANGULAR TYPE

[ 90 BEND ROUNDED TYPE

l EQUAL TEE ROUNDED TYPE

1




Steel Perforated Cable Tray

-U-LI™ Steel Cable Tray Product Range

U-Li™ design of Cable Ladder is compact and fast to
install, with both straight Cable Tray and all accessories
having a unique integrated coupling system.

U-LI™ offers a wide range of options 1o suit your design
and with load rated to NEMAVE]. We alsc manufacture
Cable Tray to your design.

U-LI™ offers multi side wall profile for your design needs
and apglications. it has the advantage of quick an site
installation, cut to length and reconnection.

U-LI™ offers a wide range of materials to suit the site
condition and also choices of final firishes.

Materials:

. Hot roll mild steel, JISG 3131 SPHC, JISG 3101 55400

1

2. Cold roli mild steel. JISG 3141 SPCC

3. Pre-Galvanised steel. BS 2989

4. Electro-Galvanised. BS 1449 Pt 1:1983

5. Stainless steel. AISI 304, 316 cor 316L

6. Aluminium.
Materials thickness rarge from 1mm thick to 3mm
thick.

Finishing:

1. Hot dip galvanised.
ASTM A123, BSEN ISO 1461:1999
2. Epoxy coated - ASTM D 1654, BS 6920
3. Polyester coated - ASTM D 1654, 8S 6920

a} For 50mm, 100 mm b) For Standard Width
and 150 mm Width.

Standard Slots Configuration. Total removal of materiat
approximately 18%. We also manufacture to other slot configurations
as per customer's requiest.

12 _l




Steel Perforated Cable Tray

R

Steel Perforated Cable Tray - Straight
| Type: UL/TU/ST/IA

@1t x 20 Slat

®8 x 20 Slot
o/—

<

SLOTS DETAIL

Type: UL/TU/ST/B

@1t x 20 Slot

Components Ref.{ H | W Thickness L Finish Componenis Ref. [ H | W Thickness L Finish
UL/ TU/ST-} 13 ] 50 L5 ULTU/ST-10 25 1700C 2.0

m m

UL/TU/ST-2 13 1100 15 S - UL/ TUAST-11 25 1800 2.0 3 -

UL/TU/ST-3 13 {150 1.5 .y f:;g UL/TU/ST-12 25 [ 900 2.0 o fg

UL/TU/ST-4 17 {200 1.5 S w o = ULTUAST-13 75 |rooc 2.0 N v 2

© Bg®o © §o Y

UL/TU/STS 17 | 300 1.5 2 Ss o 5% 0

UL/ TU/ST-6 20 | 350 15 g Zuz 8 g8 5
o3 ]

UL/TU/ST-7 20 [450 1.5 S Al & oa

. & O o 0
UL/TU/ST-8 25 {500 1.5 o4 &
UL/TU/ST-9 25 1600 15 o =

Dimension in Millimetre
Abbreviation. W - Width H - Height L - Length

When ordering please indicate Materiad, Finish {F) and Length {L)
We aiso supply other sizes with the same profile.
13
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Steel Perforated Cable Tray

Steel Perforated Cable Tray - Joint Coupling
Type: UL/TU/IC

4 Sets~1/4 x 1/2 Screw
With Flat Washer And Hex, Nuf

2 Nos-97 x 30 Slot {
On Each Coupling ) ~

* THE JOINT COUPLING (PLATE DESIGNED] 1S USED ON 300 WiIDTH UP TO 1000 WADTH

Splice Plate and Fixture

Components Ref. W Finish

Application
Hot Dip Galvanisec ‘
ULATUAAHS Perforated Tray Width E P . ! Applicable to:
. poxy or Polyester Coated _ i
Minus 6mm Stainless Straight Trays, Elbows and Risers

Dimension in Miltimetre
When ordering please indicate straight cable tray Width,

14




St

R TR

Steel Perforated Cable Tray - 90° Elbow
Type: UL/TU/ELS0

Steel Perforated Cable Tray - 45° Elbow
Type: U/TU/ELES

Steel Perforated Cable Tray - Horizontal Equal Tee
Type: UL/TU/ET

Steel Perforated Cable Tray - Horizontal Unequal Tee
Type: UL/TU/UT

Dimension in Millimetre .
Abbreviation, W - Width H - Height R - Radius




Steel Perforated Cable Tra

= S e e T e BN o e

Steel Perforated Cable Tray - Horizontal Equal Cross
Type: UL/TU/EC

-
=
=
= i
=
=

OCUG04CO000RCR0DAR DICADOOOCODLINAD DY

ERENEM EIRENS

40"

Steel Perforated Cable Tray - Horizontal Unequal Cross
Type: UL/TU/UC

Steel Perforated Cable Tray - Internal Riser

Type: UL/TU/IR &@\
003

Steel Perforated Cable Tray - External Riser
Type: UL/TU/ER

Dimension in Millimetre
Abbreviation. W - Width H - Height R - Radius

16




Steel Perforated Cable Tray

SR

Steel Perforated Cable Tray - Straight Offset Reducer
Type: UL/TU/SD ~

Steel Perforated Cable Tray - Right Offset Reducer
Type: UL/TU/RR

100

Steel Perforated Cable Tray - Left Offset Reducer
Type: UL/TU/TR

100
™~

Dimension in Millimetre

Abbreviation, W - Width H - Heignt \/

When ordering Material, Finish and Sizes as straight cable tray please aiso indicate Width [W2)




H

i

Steel Perforated Cable Tray - Accessories Angular Type

JEIRIRIRIERRARZ]]]

H
Type: UL/TU/SC-1 Type: UL/TU/SC-2
o 000000000060 00000000050
= X H z
: >3 _. :
T g < S o
™~ - N ~.
Type: UL/TU/SC-3 Type: UL/TU/SC-4
Components Ref. H A W-W
50 100
UL/TU/AT 75 160 Width
100 100
150 150

Dirmension in Millimetre

When ordering please indicate Type, Finish and Sizes as in straight cable tray,
18




A
B11 % 20 Slat
B x 20 Slot
=
: / |
§in

W
TRAY SECTION
TYPE: UL/TC/ST

CONNECTION SLOT DETAIL B.
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Steel Perforated Cable Tray - Straight
Type: UL/TT/ST or UL/TC/ST

Components Ref. H | W | Thickness { L | Finish Components Ref. H | W | Thickness | L |Finish
ULATTAST or UL/TC/ST/2-2 § 50 | 50 1.5 UL/TT/ST or UL/TC/ST/4-18] 100 | 450 2.0

UL/TT/ST or UL/TC/ST/2-4 | 50 | 100 1.5 UL/TT/ST or UL/TC/ST/4-201 100 | 500 2.0

UL/TT/ST or UL/TC/ST/26 | 50 | 150 1.5 UL/TT/ST or UL/TC/ST/4-22[ 1001 550 2.0
UL/TT/ST or UL/TC/ST/A2-8 | 50 | 200 1.5 UL/TI/ST or UL/TC/ST/4-24 | 1001 600 2.0
UL/TT/ST or ULATC/ST/2-10] 50 | 250 1.5 UL/TT/ST or ULTC/ST/4-26 | 100 | 650 2.0
UL/TT/ST or UL/TC/ST/2-12| 50 | 300 1.5 UL/TT/ST or UL/TC/ST/4-281 100 | 700 2.0
UL/TEST or UL/TC/ST/2-14] 50 | 350 15 ULATT/ST or UL/TC/ST/4-30] 100 750 2.0

UL/TT/ST or UL/TC/ST/2-16{ 50 | 400 1.5 UL/TT/ST or UL/TC/ST/4-32 1001 800 2.0
ULTT/ST or ULTC/ST/2-18| 50 | 450 2.0 ULATT/ST or UL/TC/ST/4-34] 100 | 850 2.0

UL/TT/ST or UL/TC/ST/2-20| 50 | 500 2.0 UL/TT/ST or UL/TC/ST/4-36 ] 100 | 900 2.0
UL/TT/ST or BL/TC/ST/2-221 50 | 550 2.0 UL/TT/ST or UL/TC/ST/4-38| 100 950 2.0
UL/TT/ST or UL/TC/ST/2-24 50 | 600 2.0 ULATT/ST or UL/TC/ST/4-40 | 1oo {1000] 2.0

ULATTZST or UL/TC/STZ2-26 | 50 | 650 2.0 UL/TT/ST or ULTC/ST/5-6 [ 125 150 1.5

UL/TT/ST or UL/TC/ST/2-281 50 | 700 2.0 I UL/TT/AST or UL/TC/ST/5-8 | 125]) 200 1.5 T
ULATT/ST or UL/TC/ST/2-30] 50 | 750 | 2.0 5 UL/TT/ST or UL/TC/ST/S-10{ 125§ 250 1.5 it
UL/TT/ST or ULTC/ST/2-34 | 50 | 850 2.0 s} ULATT/ST or ULATC/ST/5-121125] 300 1.5 5
UL/TT/ST or UL/TC/ST/2-36| 50 | 900 2.0 & UL/TT/ST or ULTC/ST/S-14] 125 350 2.0 g
UL/TT/ST or UL/TC/ST/2-38| 50 | 950 2.0 § UL/TT/ST or GL/TC/ST/S-16§ 125 450 2.0 ;g,
UL/TT/ST or UL/TC/ST/2-40 50 {1000F 2.0 ) UL/TT/ST or UL/TC/ST/5-18| 1251 450 2.0 &
ULATTAST or UL/TC/STZ3-3 1 75 1 75 1.5 b UL/TT/ST or UL/TC/ST/5-20| 1251 500 2.0 e
ULATT/ST or UUTC/ST/3-4 | 75 | 100 1.5 Nl D UL/TT/ST or UL/TC/ST/5-22 | 1251 550 2.0 vl o8
ULTT/AST or UL/Tersizse | 75 | 1so | 15 |81 & UL/TT/ST or U/TC/ST/524 | 125 600 | 20 | &) &
UL/TT/ST or UL/TC/ST/3-8 | 75 | 200 1.5 el @ ULATT/ST or UL/TC/ST/S-261 125 | 650 2.0 a1 .
ULATT/ST or UL/TC/ST/3-10| 75 | 250 1.5 al 38 UL/TT/ST or UL/TC/ST/5-28{ 1251 700 2.0 &1 3
ULATT/ST or UL/TC/ST/3-12| 75 | 300 1.5 & » UL/TT/ST or ULATC/ST/5-30| 125§ 750 2.0 g b
UL/TT/ST or UL/TC/ST/3-14 | 75 | 350 1.5 w UL/TT/ST or UL/TC/ST/5-321 125 | 800 2.0 )
UL/TT/ST or UL/TC/ST/3-16] 75 | 400 1.5 I~ UL/TT/ST or UL/TC/ST/5-341 125 | 850 2.0 o
UL/TT/ST or UL/TC/ST/3-181 75 | 450 | 2.0 2 UL/TT/ST or ULATC/ST/S-36] 125 900 ] 2.0 =
UL/TT/ST or UL/TC/ST/3-20| 75 | 500 2.0 & ULATT/ST or UL/TC/ST/5-38[ 125 | 950 2.0 o
UL/TT/ST or ULATC/ST/3-221 75 | 550 2.0 g UL/TT/ST or UL/TC/ST/6+6 | 1501 150 1.5 &
ULATT/ST or UL/TC/ST/3-24 | 75 | 600 2.0 Z UL/TT/ST or UL/TC/ST/6-8 | 1501 200 1.5 2
LLATT/ST or UL/TC/ST/3-26| 75 1 650 2.0 A UUTT/AST or ULTC/ST/6-10] 150 | 250 1.5 2
VL/TT/ST or UL/TC/ST/3-28| 75 | 700 2.0 UL/TT/ST or UL/TC/ST/6-121 150 | 300 1.5
UL/TT/ST or UL/TC/ST/3-30] 75 | 750 2.0 UL/TT/ST or UL/TC/ST/6-14{ 150 1 350 2.0
UL/TT/ST or UL/TC/ST/3-34 1 75 § 850 2.0 UL/TT/ST or UL/TC/AST/6-16] 150 400 2.0

UL/TT/ST or UL/TC/ST/3-36| 75 | 900 2.0 UL/TT/ST or UL/TC/ST/6-181 150 450 2.0
UL/TT/ST or UL/TC/ST/3-38| 75 | 950 2.0 UL/TE/ST or UL/TC/ST/6-20 150 | 500 2.0

ULATT/ST or ULTC/ST/340] 75 l1ooo] 2.0 ULATT/ST or UL/TC/ST/6-22 | 150 | 550 2.0
UL/ET/ST or UL/TC/ST/4-4 [ 100} 100 1.5 UL/TT/ST or UL/TC/ST/6-24 | 150 | 600 2.0
UL/TT/ST or UL/TC/STZ4-6 | 100 150 1.5 ULATT/ST or UL/TC/ST/6-26| 150 ] 650 2.0

UL/TT/ST or UL/TC/ST/4-8 | 100 200 1.5 UL/TT/ST or UL/TC/ST/6-28| 1501 700 2.0
UL/TT/ST or UL/TC/ST/4-10 | 100 | 250 1.5 ULATT/ST or UL/TC/ST/6-30 ] 1501 750 2.0
ULTT/ST or ULTC/ST/4-12] 100 | 300 1.5 UL/TT/ST or UL/TC/ST/6-321 1501 800 2.0
UL/TT/ST or UL/TC/ST/4-141 100 | 350 2.0 UL/TTAST or UL/TC/ST/6-341 150 | 850 2.0

UL/TT/ST or ULTC/ST/4-161 1001 400 2.0 UL/TT/ST or UL/TC/ST/6-361 150 | 900 2.0

Dimension in Millimetre

Abbreviation. W - Width H - Height L-Length  T-Thickness

When ordering piease indicate Type, Material, Finish and Length L)

We also supply other sizes with the same Cable Tray profile.

20
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Steel Perforated Cable Tray - Straight
Type: UL/TR/ST

Components Ref. | H | W | Thickness L Finish Components Ref. [ H | W | Thickness | L Finish
UL/TR/ST/2-2 50 | 50 1is UL/TR/ST/4-18 100 450 2.0
UL/TR/ST/2-4 50 [ 100 UL/TR/ST/4-20 100 500 2.0
UL/TR/ST/2-6 50 | 150 UL/TR/ST/4-22 100| 550 2.0
UL/TR/ST/2-8 50 | 200 UL/TR/ST/4-24 100 | 600 2.0
UL/TR/ST/2-10 50 | 250 UL/TR/ST/4-26 100| 650 2.0 .
UL/TR/ST/2-12 50 | 300 UL/TR/ST/4-28 100 700 2.0 '
UL/TR/ST/2-14 50 | 350 UL/TR/ST/4-30 100| 750 2.0
UL/TR/ST/2-16 50 | 400 UL/TR/ST/4-32 100 | 800 2.0
UL/TR/ST/2-18 50 | 450 UL/TR/ST/4-34 100| 850 2.0
UL/TR/ST/2-20 50 | 500 UL/TR/ST/4-36 100 ] 900 2.0 1
UL/TR/ST/2-22 50 | 550 UL/TR/ST/4-38 100 | 950 2.0
UL/TR/ST/2-24 50 | 600 UL/TR/ST/4-40 10011000 2.0

vl

UL/TR/ST/2-26 50 | 650 UL/TR/ST/5-6 125|150 1.5

UL/TR/ST/5-8 125 200 1.5
UL/TR/ST/2-30 50 | 750 UL/TR/ST/5-10 125] 250 15
UL/TR/ST/2-34 50 | 850 UL/TR/ST/5-12 1251 300 1.5
UL/TR/ST/2-36 50 | 900 UL/TR/ST/5-14 125] 350 2.0
UL/TR/ST/2-38 50 | 950 UL/TR/ST/5-16 125 400 2.0
UL/TR/ST/2-40 50 (1000 UL/TR/ST/5-18 125( 450 2.0
UL/TR/ST/3-3 15 | 5 UL/TR/ST/5-20 125 500 2.0
UL/TR/ST/3-4 75 1100 UL/TR/ST/5-22 125] 550 2.0
UL/TR/ST/3-6 75 [ 150 UL/TR/ST/5-24 1251 600 2.0

UL/TR/ST/5-26 125] 650 2.0
UL/TR/ST/5-28 125|700 2.0
UL/TR/ST/5-30 125|750 2.0
UL/TR/ST/5-32 125 800 2.0
UL/TR/ST/5-34 1251 850 2.0

UL/TR/ST/3-8 75 1 200
UL/TR/ST/3-10 75 | 250
UL/TR/ST/3-12 75 | 300
UL/TR/ST/3-14 75 |.350
UL/TR/ST/3-16 75 1400
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UL/TR/ST/3-18 75 | 450 Z UL/TR/ST/5-36 1251 900 2.0
UL/TR/ST/3-20 75 | 500 UL/TR/ST/5-38 125] 950 2.0
UL/TR/ST/3-22 75 | 550 UL/TR/ST/6-6 150( 150 1.5
UL/TR/ST/3-24 75 1 600 UL/TR/ST/6-8 150 ( 200 1.5
UL/TR/ST/3-26 75 | 650 UL/TR/ST/6-10 150 250 1.5
UL/TR/ST/3-28 751700 UL/TR/ST/6-12 150 300 1.5

UL/TR/ST/6-14 150 350 2.0
UL/TR/ST/6-16 150| 400 2.0
UL/TR/ST/6-18 150 450 2.0
UL/TR/ST/6-20 150 500 2.0
UL/TR/ST/6-22 150 [ 550 2.0

UL/TR/ST/3-30 75 1750
UL/TR/ST/3-34 75 1850
UL/TR/ST/3-36 75 1 900
UL/TR/ST/3-38 75 | 950
UL/TR/ST/3-40 75 11000

UL/TR/ST/4-4 100] 100 UL/TR/ST/6-24 150 600 2.0
UL/TR/ST/4-6 100] 150 UL/TR/ST/6-26 150 650 2.0
UL/TR/ST/4-8 100 | 200 UL/TR/ST/6-28 150 700 2.0

UL/TR/ST/6-30 150 750 2.0
UL/TR/ST/6-32 1501 800 2.0
UL/TR/ST/6-34 150 850 2.0
UL/TR/ST/6-36 150( 900 2.0

UL/TR/ST/4-10 100 | 250
UL/TR/ST/4-12 100 | 300
UL/TR/ST/4-14 100] 350
UL/TR/ST/4-16 100 | 400

BN o S 0 TR RN R B R B
couwVwLmULULuULuunnoooooobocoooo

Dimension in Millimetre
Abbreviation. W - Width H - Height L-Length

We also supply other sizes with the same Cable Tray profile.

22




Steel Perforated Cable Tray - Accessories Angular Type

Type: UL/TR/SC

Type: UL/TR/SC-1
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Type: UL/TR/SC-5
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Type: UL/TR/SC-6




Steel Perforated Cable Tray - Straight Offset Reducer
Type: UL/TR/SD

Steel Perforated Cable Tray - Right Offset Reducer
Type: UL/TR/RR

00

Steel Perforated Cable Tray - Left Offset Reducer
Type: U/TR/TR

224




Steel Perforated Cable Tray

L

Steel Perforated Cable Tray - Horizontal Equal Cross
Type: UL/TR/EC

(EERENNREREERENERRINER RSN RRERER RAR AN

FEERAREDE O BHEERNASITIRTNE

Steel Perforated Cable Tray - Horizontal Unequal Cross
Type: UL/TR/UC

[ REERARERESERRERERNRES] ogp0IQNIROADO000TRRUNE

‘ Steel Perforated Cable Tray - Internal Riser
 Type: U/TR/IR

Steel Perforated Cable Tray - External Riser
Type: UL/TR/ER

25




Steel Perforated Cable Tray

% e GERe EERS

Steel Perforated Cable Tray - 90° Elbow

Type: UL/TR/ELSO
<K/ \W

Steel Perforated Cable Tray - 45° Elbow
Type: UL/TR/EL4S

Steel Perforated Cable Tray - Horizontal Equal Tee )
Type: UL/TR/ET f
1

Steel Perforated Cable Tray - Horizontal Unequal Tee |
Type: UL/TR/UT

26




w i i Cup Head Sq Neck Sc
Steel Perforated Cable Tray - Horizontal Splice Plate e Hiead ek Seey

Type: UL/TT or TC/HS And Flat Washer
Total 4 Sets per Connection

\b“ﬂ @

g ®7X 20 @ @
@

Steel Perforated Cable Tray - Vertical Adjustable Splice Plate
Type: UW or TC/VS Cup Head Sq Neck Screw

M6 x 20 With Hex Nut And Flat Washer
Total 4 Sets per Connection

Hex Screw
M8 x 16 With Hex Nut l

. / P1X 20 And Flat Washer
/l Total 1 Set per Connection
AV
\ﬁ @ /
/ 10 Y '

T
>

~.~ P
NS

Steel Perforated Cable Tray - Horizontal Adjustable Splice Plate
Type: UL/—l_r or TC/HP Cup Head 5q Neck Screw

M6 x 20 With Hex Nut And Flat Washer
Total 2 Sets per Connection
‘:1

¢8x 18

Steel Perforated Cable Tray - End Cap oo Head S Neck Scrcun
Type: UL/TT/EP or UL/TC/EP | ;%:x;ow:éﬁex Nut
8l at Washer

XTotal 4 Sets per Connection

When ordering please indicate Type, Finish and Sizes as in straight cable tray. 27




Steel Cable Ladder

U-LI™ Steel Cable Ladder Typical Layout

ELBOW

INTERNAL RISER
e

EQUAL CROSS

STRAIGHT REDUCER

EXTERNAL RISER

~

LEFT REDUCER

STRAIGHT LADDER

EQUAL TEE

RIGHT REDUCER

END) PLATE
/

VERTICAL TEE

28




U-LI™ Cable Ladder Product Range

U-LI™ design of Cable Ladder is compact and fast to
install, with both straight Cable Ladder and all acces-
sories having a unique integrated coupling system, N

Side Rail Series

U-LI™ offers a wide range of options to suit your design
and with load rated to NEMA VE 1. We also manufacture
Extra Heavy Duty Cable Ladder upon request.

U-LI™ offers multi side rails, rungs and slots profile for

Type: LZ

Type:

LG

your design needs and applications. It has the advan-

tage of quick on site installation, cut to length and
reconnection.

U-LI™ offers a wide range of materials to suit the site

Type: LN

Type:

Section Cable Ladder

LC

condition and also choices of final finishes.

Materials:

. Hot roll mild steel. JISG 3131 SPHC

. Cold roll mild steel. JISG 3141 SPCC -SD

. Pre-Galvanised steel. BS 2989 or JISG 3302 SGCC

. Electro-Galvanised. BS 1449 Pt 1:1983

. Stainless steel. AISI 304, 316 or 316L

. Aluminium.
Materials thickness range from 1mm thick to 3mm
thick.

Ul AW —

Finishing:
1. Hot dip galvanised.

2

&

lype: R1

Section Rungs Profile

[ ]

Type: R2

Lo

—
L] G-

! z?,,,,!l

fype R3

ASTM A123, BSEN ISO 1461:1999
2. Epoxy coated - ASTM D 1654, BS 6920
3. Polyester coated - ASTM D 1654, BS 6920

Rung Slot Options

Type: S1 Type: 52
@8 x 75mm Slots @8 x 20mm Slots

100mm Centres 25mm Centres

Type: 53

@8 x 20mm Slots
25mm Centres
Standard Profile

L




Steel Cable Ladder

S

Loading Graphs

The graphs indicate deflection and save working loads
for continuous horizontal runs, the cable iadder upper
fimits on each graph shows the maximaum working foad
for the ladder on the given span. For information on
loads and deflection in these circumstances further
advice shouid be sought from United U-LI™,

CABLE LADIDER

These test were carried out using cable ladder Type:lZ
manufactured from mild steel. The use of other steels
will cauise variation to this data and further advise on
this should be requested from United U-L™. The test
were conducted to NEMAVE] specification and verified
by SIRIM Cas International Sdn Bhd.
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Steel Cable Ladder

G 4 =)

Steel Cable Ladder - Straight
Type: UL/LZ/ST

-~ $9 % 18

CONNECTION SLOT DETAIL
For 50mm and 75mm height
Cable Ladder

LL/LZ/ST/3-8 75 [200( 150300 3000 UL/LZAST/S-24 1251600 [ 150300 | 30C0 2.0

]

u‘°| 9 % 18 Slots
1 »
ey e 20 L

’_Ll E fl’y

159 1’2 o

l $8 X 20 Slu‘is

iy standard Spacing 25 CONNECTION SLOT DETAIL

e 2o RUNG DETAIL ForlOOmm—!ZSmm-lSOmm height
SIDE RAIL SECTION DETAIL Cable Ladder
Components Ref. | H { W | Bt | B2 L | Thickness | Firish ComponentsRef.| H | W { B1 | B2 L | Thickness { Finish
UL/LZ/ST/2-6 50 | 150|150} 300 3000 1.5 ULAZ/ST/5-10 1251250 1150 {300} 3000 2.0
ULAN.Z/ST/2-8 50 §2001 1504300 3000 1.5 ULALZ/ST/5-12 1251300 § 150300 3000 2.0
ULAZ/ST/2-10 50 {250 | 150300 3000 1.5 ULAZ/ST/S-16 1251400 (150|300 | 3000 2.0
ULAZ/ST/2-12 50 [ 300 F150}300] 3000 1.5 UL/LZ/ST/5-18 125[450 | 150300 | 3000 2.0
UAZ/ST/3-6 75 1150 {150} 300 | 3000 1.5 LLALZ/ST/S-20 125{500 (1501300 3000 20
i

UL/LZ/5T/3-10 75 {250 [ 15C| 300 | 3000 1.5 ULAZ/ST/5-30 1251750 [ 150300 3000 2.0
UL/LZ/ST/3-12 75 ]300 | 1501300} 300G 1.5 UL/ALZ/ST/5-36 1251900 150 300 ] 3000 2.0
UL/LZ/ST/4-6 100 1501150 {300 | 3000 2.0 UL/LZ/8T/5-40 125 {1000] 150 | 3001 3000 2.0
ULAZ/ST/4-8 100 1200 ] 150 300{ 3000 2.0 UL/LZ/ST/6-8 1504200 [ 150|300 3000 2.0

UL/LZ/ST/6-10 1501250 [ 150§ 300 3000 2.0
VLALZ/ST/ 612 150300 {150 (300 | 3000 2.0
UL/LZ/ST/6-16 150400 | 150} 300 | 3000 2.0
UL/LZ/ST/6-18 15G {450 | 150300 3000 2.0
UL/LZ/5T/6-20 1501500 [ 150 300{ 3000 2.0
ULALZ/S5T/6-24 150|600 { 1501 300{ 3000 2.0

ULALZ/ST/4-10 100 | 250 [ 150§ 300 | 3000 2.0
ULAZ/5T/4-12 1001360 { 150§ 300} 3000 2.0
ULAZST/4-16 100400 [ 1501300 3600 2.0
UL/LZ/ST/4-18 1001450 | 150|300 3000 2.0
UL/LZ/5T/4-20 100 | 500 | 150 | 300 | 3000 20
UlL/LZ/5T/4-24 100|600 {150 300} 3000 2.0
UL/LZ/ST/4-30 10G | 750 | 150 {300 | 3000 2.0 ULAZ/ST/ 630 1501750 1150 [ 300 | 3000 2.0
ULAZ/ST/4-36 1061900 ) 150{300{ 30G0 2.0 UL Z/ST/6-32 150|800 | 150 300| 3000 2.0
ULAZ/ST/4-40 100 |100C| 1501 300 3000 2.0 UL/LZ/ST/6-36 1501900 {150 300| 3000 2.0
ULALZ/ST/5-8 125|200 [ 150 [ 300 | 3000 2.0 UL/LZ/ST/6-40 150{1000{ 1501 300 [ 3000 2.0

SSHULNS - PRIEOD) 1S40 10 Axod - pasiueaen dig 1o

SSBIUIIS - PAILOD) 1913104 Jo AXx0d3 - pasiueales di 104

Dimension in Milimetre
Abbreviation. 8 - Rung Spacing H - Heignt L- Length W - Width

When ordering please indicate Material and Finish.
We also supply other sizes with the same Side Rail, Rung Profile and various number of Connection Slots.




Steel Cable Ladder

\

Steel Cable Ladder - Straight
Type: UL/LN/ST

®9 X 18

?9 X 18

CONNECTION SLOT DETAIL
For 50mm and 75mm height
Cable Ladder

an CONNECTION SLOT DETAIL
—-—IZSI——— RUNG DETAIL For 100mm - 125mm - 150mm height
Cable Ladder
SIDE RAIL SECTION

Components Ref. | H | W | Bl [ B2 L Thickness | Finish Components Ref.| H | W | Bl | B2 L Thickness | Finish
UL/LN/ST/2-6 50 | 150 (150|300 | 3000 1.5 UL/LN/ST/5-10 1251250 {150 | 300 ( 3000 2.0
UL/LN/ST/2-8 50 | 200 (150|300 | 3000 1.5 . UL/LN/ST/5-12 1251300 | 150|300 | 3000 2.0 -
UL/LN/ST/2-10 50 |250 (150 300| 3000 5 =4 UL/LN/ST/5-16 1251400 | 150 | 300 [ 3000 2.0 S
UL/LN/ST/2-12 50 [300 (150300 3000 1:5 g UL/LN/ST/5-18 125 (450 (150|300 | 3000 2.0 g
UL/LN/ST/3-6 75 [150 (150|300 | 3000 1.5 % UL/LN/ST/5-20 1251500 | 150|300 | 3000 2.0 o
UL/LN/ST/3-8 75 (200 (150300 ( 3000 .5 § UL/LN/ST/5-24 1251600 | 150|300 3000 2.0 §
UL/LN/ST/3-10 75 | 250 (150 [ 300 | 3000 1.5 2 UL/LN/ST/5-30 125|750] 150|300 | 3000 2.0 &
UL/LN/ST/3-12 75 (300 (150300 ( 3000 1.5 2 UL/LN/ST/5-36 125 (900 | 150|300 | 3000 2.0 2
UL/LN/ST/4-6 100|150 (150 [ 300 | 3000 2.0 = UL/LN/ST/5-40 125 [1000f 150 | 300 | 3000 2.0 &
UL/LN/ST/4-8 100|200 | 150|300 [ 3000 2.0 ‘E UL/LN/ST/6-8 150 (200 [ 150|300 | 3000 2.0 %
UL/LN/ST/4-10 100|250 | 150|300 | 3000 2.0 gl UL/LN/ST/6-10 150|250 | 150|300 | 3000 2.0 5
UL/LN/ST/4-12 100|300 | 150 (300 | 3000 2.0 % UL/LN/ST/6-12 150|300 | 150|300 | 3000 2.0 %
UL/LN/ST/4-16 100|400 | 150 |300| 3000 2.0 E’B UL/LN/ST/6-16 150|400 | 150|300 | 3000 2.0 é
UL/LN/ST/4-18 100|450 | 150 [ 300| 3000 2.0 o UL/LN/ST/6-18 150|450 | 150|300 | 3000 2.0 o
UL/LN/ST/4-20 100 | 500 [ 150 [ 300 | 3000 2.0 % UL/LN/ST/6-20 150|500 | 150|300 | 3000 2.0 %
UL/LN/ST/4-24 100 [ 600 [ 150 | 300 | 3000 2.0 i UL/LN/ST/6-24 150|600 | 150|300 | 3000 2.0 3
UL/LN/ST/4-30 100|750 [ 150 | 300 | 3000 2.0 g UL/LN/ST/6-30 150|750 | 150 | 300 | 3000 2.0 %’
UL/LN/ST/4-36 100|900 [ 150 | 300 | 3000 2.0 ] UL/LN/ST/6-32 150|800 | 150|300 | 3000 2.0 o
UL/LN/ST/4-40 100 [1000] 150 | 300 | 3000 2.0 - UL/LN/ST/6-36 150|900 ] 150} 300 | 3000 2.0 7
UL/LN/ST/5-8 125200 (150|300 | 3000 2.0 UL/LN/ST/6-40 150 |1000] 150 ] 300 | 3000 2.0

Dimension in Millimetre
Abbreviation. W - Width H - Height - B - Rung Spacing L - Length

When ordering please indicate Material and Finish.
We also supply other sizes with the same Side Rail, Rung Profile and various number of Connection Slots.
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Steel

Steel Cable Ladder - Straight
Type: UL/LG/ST

CONNECTION SLOT DETAIL
For 50mm and 75mm height
Cable Ladder

Standard Spacing 25 CONNECTION SLOT DETAIL
25 For 100mm - 125mm - 150mm height

RUNG DETAIL -
SIDE RAIL SECTION Cable Ladder

—

Thickness | Finish Components Ref.| H [ W | Bl | B2 L | Thickness | Finish
UL/LG/ST/5-10 | 125]250 | 150|300 | 3000 2.0

ComponentsRef.| H | W | B | B2
UL/LG/ST/2-6 50 1150 (150 (300 | 3000

%3]

14
UL/LG/ST/2-8 50 [200 [ 150 (300 | 3000 1.5 UL/LG/ST/S5-12 125 (300|150 | 300 | 3000 2.0
UL/LG/ST/2-10 50 250 150] 300 3000 %= UL/LG/ST/S-16 125400 | 150 | 300 | 2000 2.0
UL/LG/ST/2-12 50 |300|150]300 | 3000 18 UL/LG/ST/5-18 125450 [ 150 | 300 [ 3000 2.0
UL/LG/ST/3-6 75 1150|150 (300 | 3000 1.5 UL/LG/ST/5-20 1251500 | 150|300 | 3000 2.0
UL/LG/ST/3-8 75 1200 [ 150] 300 | 3000 15 UL/LG/ST/5-24 125 (600 ] 150|300 | 3000 28
UL/LG/ST/3-10 75 1250 (150|300 | 3000 1.5 UL/LG/ST/5-30 125750 | 150 | 300 [ 3000 2.0
ULALG/ST/3-12 75 1300 1150|300 | 3000 15 UL/LG/ST/5-36 1251900 | 150 { 300 | 3000 2.0
UL/LG/ST/4-6 100 [ 150 | 150 | 300 [ 3000 2.0 UL/LG/ST/5-40 125 |1000] 150 | 300 | 3000 2.0
UL/LG/ST/4-8 1001200 | 150 ( 300 | 3000 UL/LG/ST/6-8 150|200 | 150 [ 300 | 3000 2.0

UL/LG/ST/6-10 1501250 | 150|300 | 3000 2.0
UL/LG/ST/6-12 150 (300 | 150 | 300 [ 3000 2.0
UL/LG/ST/6-16 150 [ 400 | 150 ( 300 | 3000 2.0
UL/LG/ST/6-18 150 1450|150 (300 | 3000 2.0
UL/LG/ST/6-20 150|500 | 150 [ 300 | 3000 2.0
UL/LG/ST/6-24 150 [ 600 | 150 | 300 | 3000 2.0

UL/LG/ST/4-10 100 | 250 | 150 [ 300 | 3000
UL/LG/ST/4-12 1001300 | 150|300 | 3000
UL/LG/ST/4-16 100 (400 | 150 | 300 | 3000
UL/LG/ST/4-18 1001450 | 150 | 300 [ 3000
UL/LG/ST/4-20 100 | 500 | 150 | 300 | 3000
UL/LG/ST/4-24 100 | 600 | 150 [ 300 [ 3000

NONNNNNN
O 0O o0 oo oo
SSIUIES - PRIR0D) Ja1saA|od 1o Axod3 - pasiuenen) dig 104

Ss3|UIeS - pajeo) J21sah|od Jo AxodT - pasiuenes diq 1oH

UL/LG/ST/4-30 100|750 | 150 | 300 | 3000 2.0 UL/LG/ST/6-30 150 [ 750 | 150 | 300 [ 3000 2.0
UL/LG/ST/4-36 100 [ 900 | 150 | 300 | 3000 2.0 UL/LG/ST/6-32 150 1 800 | 150 | 300 | 3000 2.0
UL/LG/ST/4-40 100 {1000| 150 [ 300 [ 3000 2.0 UL/LG/ST/6-36 150 | 900 | 150 | 300 | 3000 2.0
UL/LG/ST/5-8 1251200 | 150 [ 300 [ 3000 2.0 UL/LG/ST/6-40 150 |1000] 150 | 300 [ 3000 2.0
Dimension in Millimetre

Abbreviation. B - Rung Spacing H - Height L - Length

When ordering please indicate Material and Finish.
We also supply other sizes with the same Side Rail, Rung Profile and various number of Connection Slots.
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Steel Cable Ladder

Steel Cable Ladder - 90° Elbow
Type: UL/LZ/EL90O

Steel Cable Ladder - 45° Elbow
Type: UL/LZ/ELA5S

Steel Cable Ladder - Horizontal Equal Tee
Type: UL/LZ/ET

Steel Cable Ladder - Unequal Tee
Type: UL/LZ/UT

Bimensior in Milimetre
Abbreviation. B - Rung Spacing H - Height R - Radii W - Width

When ordering Material and Finish as straight cabie ladder please also indicate Radius and Width (W2)
34



teel Cable Ladder

Steel Cable Ladder - Equal Crosses
Type: UL/LZ/EC

Steel Cable Ladder - Unequal Crosses
Type: UL/LZ/UC

Steel Cable Ladder - External Riser
Type: UL/LZ/IR

Steel Cable Ladder - Internal Riser
Type: UL/LZ/ER '

LA
R
Dimension in Millimetre K\/

Abbreviation. B - Rung Spacing H - Height R - Radii W - Width

When ordering Material and Finish as straight cable ladder please also Indicate Radius,




Steel Cable Ladder

T LY o R

Steel Cable Ladder - 90° Vertical Tee
Type: UL/LZ/VT90

Steel Cable Ladder - Straight Offset Reducer
Type: UL/LZ/SR

y:

Steel Cable Ladder - Right Offset Reducer
Type: U/LZ/RR

Steel Cable Ladder - Left Offset Reducer
Type: U/LZ/LR

Dimension in Millimetre .
Abbreviation, H - Height

When ordering Material and Finish as straight cable ladder please also indicate Radius,
36




Steel Cable Ladder

S :

Steel Cable Ladder - Straight Divder T P
Type: UL/LZ/SD -

17

e T .
gmuwo Hex terow

COVER CLAMD DETAL

Steel Cable Ladder - Horizontal Splice Plate Hx 362 3p Hosd Sq Nk 50k

With Flat Washer
Finished : HDG
. Tonal: 8 Sets per Splice Plate

-, Jd "\ “n.‘”
“ov
v
Steel Cable Ladder - Vertical Adjustable Splice Plate -
EIXTURE wﬁﬁ: égtﬁ?fgsﬁgfd A Neck Sok
W10 x 20 Hex Bolt Firdshed : HDG
With Flat Washer Totak: 8 Sets per Vertical Spice Plate

Finished: DG
Tonak: § 5ts per Vertical Splice Piate

\ 0.6

Cup Head Sq Neck Screw
W8 x 20 With Hex Nu

And Flat Washer

Total 8 Sets per Cannection

-
i

Steel Cable Ladder - Hold Down Clamp /

-
S . . _— c_p
Dimension in Millimetre T &//
Abbreviation. H - Height S

When ordering Material and Finish as straight cable ladder please also indicate Radius,




Steel Marine Ladder

Type: UL/MR/ST

Components Ref.| H | W | B1 | B2 L Side {t) Rung (t} Components Ref.{ H ¢ W { Bl | B2 L Sidle [1) Ruing (t)
UL/MR/ST-1 38 | 150|125 250 3000 4.0 2.0 UL/MR/ST-6 38 14501125250 3000 4.0 2.0
UL/MR/ST-2 38 1200125250 3000 4.0 2.0 UL/MR/ST-7 38 | 500{125] 250 3000 4.0 2.0
UL/MR/ST-3 38 {250(125]250] 3000 4.0 2.0 UL/MR/ST-8 38 [ 6007125250 3000 4.0 2.0
UL/MR/ST-4 38 13001 25 25¢ | 3000 4.0 2.0 UL/MR/ST-9 38 | 750|125 250 3000 4.0 2.0
UL/MR/ST-5 38 | 40011254250} 3000 4.0 2.0 UL/MR/ST-10 38 | 900 125} 250 3000 4.0 2.0
UL/MR/ST-11 38 [1000] 125 250 3000 4.0 2.0

Finished: Hot Dip Galvanised - Epoxy or Polyster Coated - Stainless

Dimension in Millimetre
W - Width H - Height B - Rung Spacing L~ length

When ardering please indicate Material and Finish.
We also supply other sizes with the same Side Rail and Rung Profile.




Steel Marine Ladder

sy

Steel Marine Ladder - Equal Crosses

Steel Marine Ladder - External Riser




Steel Marine Ladder

N TS T R e

Steel Marine Ladder - 90° Vertical Tee

— f \ Steel Marine Ladder - Straight Offset Reducer

-

/ \ -
Steel Marine Ladder - Right Offset Reducer

Steel Marine Ladder - Left Offset Reducer

40




Steel Marine Ladder
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— \7 Steel I\/Iarme Ladder - 45° Elbow
A
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Steel Marine Ladder - Unequal Tee




40911 Shah Afam,
Tel: §3-5544645]
Fax: 03-55446460
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SIRIM
QAS

SIRIM QAS infernational Sdn. Rha. (Comypany No. 410334-X)
No. 1, Pessiaran Dato' Menteri, P.O. Box 7035, Sectlon 2

Selangor Dacul Ebsan, Malaysia

TEST REPORT

REPORT NO : 2003CB0007 PAGE: 1 OF 33

This Test Report vefers only to samples submitted by the applicant to SIRIM QAS International Sdn, Bhd. and tested by SIRIM QAS
International Sdn. Bhd, This test report shall net be reproduced, except fo full and shall not be wsed for advertising porposes by any

means of Torms without writion approval from Executive Director, STRIM QAS International Sdn. Bhd. Please refer overleaf for
Conditions Relating To The Use of Tiest Report.

Applicant

Manufactarer

Product

Reference Standard/
Method of test

Description of sample

Date received
Job no./Ref. no.

Issued date

Approved Signatories

Senior Technical Executive

UNITED U-11 (M) SDN. BHD.
NO. 33, Jalan Kartunis UL/ 47,
Temasya Industrial Park,
Seksyen U1,

40150 Shah Alam,

Selangor Darul Ehssn,

UNITED U-LI (M) SDN. BHD.
Cable Ladder Systems

NEMA VE 1:1998
Metal Cable Tray Systems

39 samples of Cable Ladder were tested at factory on 18 & 19 December
2002

Brand: U-Li

28 /1112002

02TSB4214/ SQAS/ICBMT/T REC/MSL/03

99 JAN 2003
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e . eluor Manager
& struction and/Building Materials Testing Section
T?;’ting Services Department




SIRIM QAS International Sdn, Bhd, (Company No. 410334-X)
No. 1, Persiaran Dato’ Menteri, P.O. Box 7035, Section 2

40911 Shah Alam, Selangor Darul Ehsan, Malaysia

Tel: 03-55446451

Fax: 03-55446460
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TEST REPORT

REPORT NO : 2003CB1290 PAGE : 1 OF 40

This Test Report refers only to samples sibmitted by the applicant to SIRIM QAS Kntcrnational Sdn. Bhd. and tested by SIRIM QAS
Iuternational Sdn. Bhd. This test report shall not be reproduced, except tn full and shall not be used for advertising purposes by any

means or forms without written approval from Executive Director, SIRIM QAS International Sdn. Bhd, Please refer overleaf for
Conditions Relating To The Use of Test Report.

Applicant :  UNITED U-LI (M) SDN. BHD.
NO. 33, Jalan Kartunis U1/ 47,
Temasya Industrial Park,

Seksyen U1,

40150 Shah Alam,

Selangor Darul Ehsan.
Manufacturer - UNITED U-LI (M) SDN. BHD.
Product : Cable Tray Systems.

Reference Standard/ :  NEMA.VE 1:1998
Method of test Metal Cable Tray Systems

Description of sample  : 40 samples of Perforated Cable Tray were tested at factory on 18 ~ 19
December 2002
Brand: U-Li

Date received : 28 /11/ 2002

Job no./Ref. no. : 02TSB4214/ SQAS/CBMT/T.REC/MSL/03
Issued date FERI 2003
Approved Signatories /
4
A
i
SERI BANUN SOTANGD s

Senior Technical Executive

oi‘@c&rﬁhf nd Building Materials Testing Section
esting Services Department







